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2.  General Regulations
2.6
Definitions (Cont'd)

C-Notched Noise

The term "C-Notched Noise" denotes the C-message frequency-weighted noise on a voice channel with a holding tone, which is removed at the measuring end through a notch (very narrow band) filter.

Commercial Mobile Radio Service (CMRS) Provider

The term "Commercial Mobile Radio Service Provider" denotes a common carrier as defined by the Federal Communications Commission subject to the Rules set forth in Section 332 of the Communications Act.

Common Channel Signaling Access Capability (CCSAC)

The term "Common Channel Signaling Access Capability" denotes the interconnection between the Company's CCSN and a customer's CCSN.

Common Channel Signaling Network (CCSN)

The term "Common Channel Signaling Network" denotes a specialized digital signaling network separate from the regular message (voice) network which interconnects computerized switching systems and has access to special data bases.

Common Line (CL)

The term "Common Line" denotes a line, trunk or other facility provided under the general and/or local exchange service tariffs of the Company, terminated on a central office switch.  A common line-residence is a line or trunk provided under the residence regulations of the Exchange and Network Services Tariff.  A common line-business is a line provided under the business regulations of the Exchange and Network Services Catalog.

Communications System

The term "Communications System" denotes channels and other facilities which are capable of communications between terminal equipment provided by other than the Company.
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2.  General Regulations
2.6
Definitions (Cont'd)

Local Calling Area

The term "Local Calling Area" denotes a geographical area, as defined in the Company's Exchange and Network Services Tariff/Catalog, in which an end user (Telephone Exchange Service subscriber) may complete a call without incurring MTS charges.

Loop Around Test Line

The term "Loop Around Test Line" denotes an arrangement utilizing a Company central office to provide a means to make certain two-way transmission tests on a manual basis.  This arrangement has two central office terminations, each reached by means of separate telephone numbers and does not require any specific customer premises equipment.  Equipment subject to this test arrangement is at the discretion of the customer.

Loss Deviation

The term "Loss Deviation" denotes the variation of the actual loss from the designed value.

Major Fraction Thereof

The term "Major Fraction Thereof" denotes any period of time in excess of half of the stated amount of time.  As an example, in considering a period of thirty minutes, a major fraction thereof would be any period of time in excess of fifteen minutes exactly.  Therefore, if a given service is interrupted for a period of one hour and fifteen minutes, the customer would be given a credit allowance for three thirty-minute periods.

Message

The term "Message" denotes a "call" as defined preceding.
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5.  Ordering Options For Switched Services

5.2
Access Order


A.
Switched Access Service (Cont'd)


6.
For 900 Access Service, the customer shall order the service in accordance with the preceding provisions as set forth in 1., 2. and 4., preceding, and the manner in which the service is to be provisioned as set forth in 6.2.6, following, except that customers may request DTT to only those offices designated by the Company as 900 Access Service screening offices.  Additionally, when new NXX(s) are to be opened in a LATA or when existing NXX(s) are to be deleted, and such change is to occur coincident with the Service Date established for the order, the customer shall provide such information when placing the order for the service.  The customer shall notify the Company of all NXX code activity (activation or deactivation) as set forth in 6.6.2, following, regardless of whether the activity is to occur with or without a requirement for additional capacity (i.e., BHMC or quantities of trunks).  All 900 number assignments and administration shall be in accordance with the North American Numbering Plan (NANP).


7.
For 800 Data Base (800 DB) Access Service, the customer shall order the service in accordance with the preceding requirements as set forth in 1., 2. and 4., preceding.  The service will be provisioned as set forth in 6.2.6, following, except that customers may request DTT to those end offices designated by the Company as Service Switching Points (SSPs).  800 DB Access Service is available only as a LATA-wide service and must be ordered to all end offices in a LATA.  Service will be provisioned, at a minimum, to all access tandems and operator switches equipped as SSPs in a LATA.  8XX codes and number assignments shall be in accordance with the Guidelines for 800 Data Base.

•
For 800 service provided on a Complementary basis; i.e., intrastate interLATA and intrastate intraLATA, the service may be provided jointly by the Company and the Interexchange Carrier.  The 8XX number is provided subject to the terms and conditions of the Company's Exchange and Network Services Catalog, Section 7.  The Company provides the 8XX number to be associated with an individual line or trunk, transports the intraLATA traffic and bills both the 8XX number and intraLATA usage to the end user out of the Company's Exchange and Network Services catalog.  The Interexchange Carrier transports the interLATA traffic and bills interLATA usage to the end user at the IC's applicable WATS usage rates.  The intrastate Trunkside Switched Access Service provided in conjunction with the 800 service shall be ordered as set forth in this section.
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6.  Switched Access Service

6.2
Provision And Description Of Switched Access Services

Switched Access Service is provided in different serving arrangements.  The provision of each type of Switched Access Service requires transport facilities (Entrance Facilities, DTT facilities and TST facilities), multiplexing equipment and the appropriate local switching functions.  There are two types of Intrastate WATS Access Lines available:  a) a WATS Access Line from the Private Line Transport Services Catalog, which may, at the option of the customer, be provided for use with Feature Groups C and D; and b) a WATS Access Line from, Exchange and Network Services Catalog, Section 7, Wide Area Telecommunications Service, which is capable of providing full intrastate service with the participation of an interexchange carrier.

Transmission types (i.e., A1, B, B1 and C) have been identified for the provision of Switched Access Services.  The transmission types are dependent on the Interface Group and the routing of the service, i.e., whether the service is routed directly to the end office or via an access tandem.  The standard parameter limits for the transmission types are set forth in Technical Reference GR-334-CORE.

Serving arrangements are arranged for either originating, terminating or two-way calling, based on the customer end office switching capacity ordered.  Originating calling permits the delivery of calls from Telephone Exchange Service locations to the customer's premises.  Terminating calling permits the delivery of calls from the customer's premises to Telephone Exchange Service locations.  Two-way calling permits the delivery of calls in both directions, but not simultaneously.  The Company will determine the type of calling to be provided unless the customer requests that a different type of directional calling be provided.  In such cases, the Company will work cooperatively with the customer to determine the directionality.

There are various optional features available with Switched Access Service.  These additional optional features are provided as Switched Transport, Common Switching, Transport Termination and Line Termination.
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6.  Switched Access Service

6.2
Provision And Description Of Switched Access Services

6.2.1
Feature Group A (FGA)


A.
Description of FGA Lineside Service (Cont'd)


8.
FGA switching, when used in the terminating direction, may be used to access valid NXXs in the LATA, local operator service (0- and 0+), Directory Assistance (1+NPA+555-1212), emergency reporting service (911 where available), community information services of an information service provider, and other customer's services (by dialing the appropriate digits).  Charges for FGA terminating calls requiring operator assistance, or calls to 911, will only apply where sufficient call details are available.  Additional non-access charges will also be billed on a separate account for:


a.
An operator surcharge, as set forth in the Exchange and Network Services Catalog, for local operator assistance (0- and 0+) calls,


b.
Calls to certain community information services in accordance with the Information Provider's applicable service rates when the Company performs the billing function for the Information Provider,


c.
Calls from a FGA line to another customer's service in accordance with that customer's applicable service rates when the Company performs the billing function for that customer.


d.
In addition, FGA FX/ONAL calls to NXXs outside the toll free calling area of local exchange lines provided from the same end office as the FGA FX/ONAL service will incur all other charges applied to local exchange lines, including intrastate or interstate toll charges of the Company.


9.
FGA calls terminating outside of the dial tone office are assessed Tandem Transmission rates in addition to the applicable Switched Access rates when calls are terminated within the dial tone office. Tandem Transmission mileage measurement is described in 6.7.11, following.


10.
FGA calls to Directory Assistance (1+NPA+555-1212) are subject to the Directory Assistance Service per call rates as set forth in 9.6, following, and are not subject to Switched Access usage rates as set forth in Section 6.


11.
When a FGA switching arrangement for an individual customer (a single line or entire hunt group) is discontinued at an end office, an intercept announcement is provided.  This arrangement provides, for a limited period of time, an announcement that the service associated with the number dialed has been disconnected.
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6.  Switched Access Service

6.2
Provision And Description Of Switched Access Services

6.2.2
Feature Group B (FGB) (Cont'd)


B.
Optional Features


1.
Switched Transport Optional Features

•
Customer Specification of Switched Transport Termination.

•
Supervisory Signaling

•
Customer Specified Entry Switch Receive Level


2.
Common Switching Optional Features

•
Automatic Number Identification (ANI)

•
Up to 7 Digit Outpulsing of Access Digits to customer

•
Alternate Traffic Routing


3.
Another feature, Bill Number Screening, which may be available in connection with FGB, is provided under the Company's Exchange and Network Services Catalog.
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6.  Switched Access Service

6.2
Provision And Description Of Switched Access Services (Cont'd)

6.2.7
900 Access Service

900 Access Service is an originating service utilizing trunk-side Switched Access Service.  The service provides a customer identification function based on the dialed NXX.  When a 1+900+NXX-XXXX or 0+900+NXX-XXXX call is originated by the end user, the Company will determine, based on the NXX dialed, the customer to which the 900 call is to be routed.  This six-digit routing function will be performed at suitably equipped end office and access tandem switches as determined by the Company.

The manner in which 900 Access Service is provisioned is dependent on the status of the end office which serves the end user customer who places a 900 call (i.e., equipped or not equipped with equal access capability) and/or the status of the customer (i.e., MTS/WATS provider or MTS/WATS-type provider).  When 900 Access Service is provided from an end office equipped with equal access capability, all such service will be provisioned as Feature Group D or 900 Access Service.  When 900 Access Service is provided from an end office not equipped with equal access capability, such service will be provisioned as Feature Group C or 900 Access Service utilizing traditional signaling with answer supervision.

900 Access Service is available only as a LATA wide service within the state and must be provisioned to all offices within the LATA within the state.  900 Access Service may be provisioned with 1+900+NXX-XXXX dialing capability or expanded to include 0+900+NXX-XXXX dialing capability.  The Expanded 900 Option is not offered without 1+900 Access Service within a LATA and is available only with Feature Group D Service in suitably equipped Company end offices.

Calls originating in a LATA in which the customer has not ordered 900 Access Service will be blocked.  (For information on 900 Service Access Restriction, see Exchange and Network Services Catalog, Section 10, Screening/Restriction Services.)  Only customers who order the Expanded 900 (i.e., 0+900+NXX-XXXX) Option will be able to receive 0+900 calls to NXX codes assigned to them.  In addition, calls originating in a LATA for which 900 Access Service has been established will be blocked utilizing the blocking specifications as follows:

•
1+900+NXX-XXXX will be blocked from smart public access lines, 0+, 101XXXX, Inmate Service, Hotel/Motel Service (except those with customer owned rating services).

•
0+900+NXX-XXXX will be blocked from 101XXXX and Inmate Service.
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6.  Switched Access Service

6.7
Rate Regulations

6.7.7
Measuring Access Minutes (Cont'd)


F.
Direct Inward Dial (DID) Switched Access Service



For originating calls over DID Switched Access Service, usage measurement begins when the originating DID switch receives an answer supervision signal forwarded from the customer's POT.  This answer supervision signal must be provided by the customer's premises equipment upon receipt of the outpulsed DID telephone number from the DID switching office.



The measurement of originating call usage over DID ends when the originating DID switch receives an on-hook supervisory signal from either the originating end user's end office, indicating the originating end user has disconnected, or the customer's POT, whichever is recognized first.

6.7.8
Application Of Rates For Extension Service

Feature Group A Switched Access Service is available with extensions, i.e., additional terminations of the service at different building(s) in the same or a different exchange or in the same or a different LATA.  Feature Group A extensions within the LATA and same state are charged for under the Company's Exchange and Network Services Catalog.  The extensions are charged for under the Company's Private Line Transport Services Catalog.
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6.  Switched Access Service

6.7
Rate Regulations (Cont'd)

6.7.9
Message Unit Credit

Calls from end users to the seven digit local telephone numbers associated with Feature Group A Switched Access Service are subject to Company Exchange and Network Services Catalog charges (including message unit and toll charges as applicable), as well as any other applicable charges for the Access Service.  The monthly bills rendered to customers for their Feature Group A Switched Access Service will include a credit to reflect any message unit charges collected from their end users under the Company's Exchange and Network Services Tariff.  The credit will apply for recorded originating usage or for assumed originating usage, as appropriate for the FGA service provided.  When the credit is applied on assumed usage, such credit will not exceed the assumed levels of usage set forth in 6.7.7, preceding.  No Message Unit Credit will apply for any terminating FGA access minutes.  The Message Unit Credit for originating FGA access minutes is set forth in 6.8.4, following.

6.7.10
Local Information Delivery Services

Calls over Switched Access in the terminating direction to certain community information services will be rated under the applicable rates for Switched Access Service as set forth in 6.8, following.  In addition, non-access charges will also apply in accordance with the Information Provider's applicable service rates when the Company performs the billing function for that Information Provider.
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11.  Special Facilities Routing Of Access Services

11.1
Description (Cont'd)

Avoidance, Diversity, and Cable-Only Facilities are available on Switched Access Service as set forth in Section 6, preceding.

In order to avoid the compromise of special routing information, the Company will provide the required routing information for each specially routed service to only the ordering customer.  If requested by the customer, this information will be provided when service is installed and prior to any subsequent changes in routing.

The offering of Special Facilities Routing contemplates the use of existing facilities.  Should facilities not be available, it may be necessary to construct such facilities, either as normal or Special Construction.  If Special Construction is involved for Special Facilities Routing of Switched Access or Private Line Transport Services, the regulations, as set in Tariff F.C.C. No. 2 apply.  The regulations for Special Construction associated with LAN Switching Service (LSS) and Metro Optical Ethernet (MOE) are set forth in the Advanced Communications Services Catalog.
The rates and charges for Special Facilities Routing are in addition to all other rates and charges that may be applicable for services provided under other sections of this Tariff and other specified Company tariffs.
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15.  Common Channel Signaling Network (CCSN)

15.2
Service Description

15.2.1
Common Channel Signaling Access Capability (CCSAC)


A.
CCS Link



CCSAC is provided by a CCS Link.  The CCS Link provides digital bidirectional transmission and operates at a DS0-A level (i.e., 56 kbps of CCS7 signaling data and 8 kbps of control/supervisory data).  Each DS0-A channel (link) occupies a single DS0 (i.e., 64 kbps) channel of a 24 channel DS1 digital transmission system.  The DS0-A channel (link) is multiplexed into a DS1 format for hand off at the customer's SPOI.  One STP Port is required for each 56 kbps signaling link utilized for CCSAC at the Company STP.  The customer’s SPOI and the Company’s STP, or FSPOI, wire center must be located within the same LATA.  Customer connections at an FSPOI will only provide signaling access for the LATA served by the FSPOI.  Customer connections for multiple LATAs, where available, must be made at the Company STP.  The STP Port is the POT to the signal switching capability of the STP and is dedicated to the customer.  The CCS Link is transported via an Entrance Facility and a Direct Link Transport (DLT) facility as described in 1. and 2., following, and is utilized exclusively for connecting the customer's CCS network and the Company's CCSN for the transmission of network control signaling data only. 


1.
Entrance Facility



The Entrance Facility provides the connection from the customer's SPOI to the serving wire center (SWC) of the customer's SPOI on a dedicated DS1 facility ordered as set forth in this section and is utilized exclusively for the transmission of network control signaling data only.  The customer may utilize an existing DS1 Entrance Facility previously ordered from this section for additional CCS Links or order a new DS1 Entrance Facility from this section.  The customer may also choose to utilize a portion (i.e., DS1) of an existing DS3 facility under the regulations of Shared Use.  The DS3 facility can only be ordered from Section 6, preceding, or the Private Line Transport Services Catalog.  Multiplexing arrangements and the associated regulations are set forth in 6.1.2, preceding.  When the customer chooses to use a portion of an existing DS3 facility, the customer must allocate, at the minimum, one dedicated DS1 for the provision of the signaling links.  Rate applications for Shared Use are set forth in 2.7, preceding.
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15.  Common Channel Signaling Network (CCSN)

15.2
Service Description

15.2.1
Common Channel Signaling Access Capability (CCSAC)


A.2. (Cont'd)


2.
Direct Link Transport (DLT)



The DLT provides for the transmission facilities between the SWC of the customer's SPOI and the Company's STP or FSPOI.  The customer has the option of ordering a DS1 DLT facility from this section, utilized exclusively for the transmission of network control signaling data only, or a single DS0-A channel (i.e., 64 kbps) of a 24 channel DS1 facility.  The customer may utilize an existing DS1 DLT facility previously ordered from this section for additional CCS Links or order a new DS1 DLT or a DS0 DLT facility.



Company hubbing arrangements can be utilized for CCSAC.  If the customer has an existing DS3 facility between the SWC of the customer's premises and a Company Hub, ordered and provisioned as set forth in Section 6, preceding, or the Private Line Transport Services Catalog, the customer may utilize a portion (i.e., DS1) of the existing DS3 facility for the CCS Link(s) under the provisions of the Shared Use regulations as set forth in 2.7, preceding.  In addition, the customer must order the DS1 or DS0 DLT from the Company Hub to the Company STP or FSPOI.



When the customer orders a DS1 DLT facility from the SWC of the customer's SPOI or a Company Hub to a Company STP or FSPOI, the customer must also order a DS1 to DS0 Multiplexer at the Company STP or FSPOI for termination into the STP Port.  When the customer orders a DS0 DLT channel, the customer must also order a DS1 to DS0 Multiplexer at the SWC of the customer’s SPOI.  Multiplexing rates are set forth in 15.8, following.
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15.  Common Channel Signaling Network (CCSN)

15.5
Ordering Options And Conditions

15.5.1
Ordering Requirements

When a customer orders CCSAC, the customer must specify the customer STP premises, the number of CCS Links and the service (application) requiring CCSAC connectivity.  One STP Port is provided for each link ordered.  In addition, the customer must specify, at a minimum, information for the Entrance Facility and the DLT as described following.  

The customer must have capacity available on an existing DS1 Entrance Facility (ordered and provisioned from this section) or a DS3 facility (ordered and provisioned from Section 6, preceding, or the Private Line Transport Services Catalog) between the customer's SPOI and the SWC of the customer's SPOI with a compatible interface or request a DS1 Entrance Facility.  If the Entrance Facility is existing, the customer shall provide the Circuit Facility Assignment (CFA) of the existing facilities that will be utilized.

In addition, the customer must specify the type of DLT facility, DS1 or DS0, to be utilized or provided between the SWC of the customer's SPOI and the Company's STP or FSPOI.

The Company will allow Company provided hubbing arrangements in association with CCSAC.  If the customer has an existing DS3 facility (ordered and provisioned from Section 6, preceding, or the Private Line Transport Services Catalog) to a Company Hub, the customer may use a portion of the DS3 facility (i.e., DS1) for the CCS Link(s) from the SWC of the customer's SPOI to the Company Hub and then order the DS1 or DS0 DLT from the Company Hub to the Company's STP or FSPOI.  If the customer requests a DS1 DLT, multiplexing equipment must be ordered at the Company's STP or FSPOI.  CCSAC orders are subject to the provisions (e.g., access order intervals, modification charges, cancellation charges and minimum periods) specified in Section 5, preceding.  When a customer orders CCSAC in association with other services (e.g., FGD with SS7 Out of Band Signaling for call set-up), separate orders shall be issued.
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