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COMMERCIAL MARINE SERVICE, INC. 
Appraisers, Consultants & Surveyors 

P. O. Box 33836                                          Since 1983                           Local Phone (206) 742-
7424 
Seattle, Washington, 98133                   www.cmservice.us                         Facsimile (206) 742-9523 

MARINE SURVEY 
REPORT No. : CMS-19-4240 

CONDITION & VALUATION 

Mooring Barge “EDIZ HOOK” 

 

Requested By Capt. Joe Semler / Puget Sound Pilot Association  
101 Stewart Street – Ste 900, 

Seattle, WA 98101 
 

Issued January 31, 2019 
 
In accepting this report or certificate it is agreed that the extent of the obligation of Commercial Marine Service, Inc., with respect 
thereto, is limited to furnishing a Surveyor believed to be competent and in the making of this report or certificate it is acting on the  
request of the person requesting the same, and no liability shall attach to Commercial Marine Service, Inc., for the activity thereof. 
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This Is To Certify that the undersigned marine surveyor did on January 21, 2019, at the 
request of  Captain Joe Semler and for the account of The Puget Sound Pilot association 
whom it may concern , attend  survey of the barge “EDIZ HOOK” as it lay afloat at the 
Port Angeles Pilot Station in Port Angeles, WA, in order to ascertain its general condition 
and valuation for insurance purposes. 

ATTENDING 
Mr. Thomas D. Laing , Jr., CMS-NAMS, ASA- - - - - - - - - - - - - - - - Marine Surveyor 

PARTICULARS 
Registered Owner: Eric M. VonBrandenfels _Trustee 
101 Stewart Street, STE 900, Seattle, WA 98101 
 
Flag:  USA 
 
Home Port:  Anacortes, WA 

Official No.:  1088139 
 
IMO No.:  174700889 

  
Length:  110.0 ft Breadth:  54.0 ft. 
  
Depth:  8- ft. Displacement:  Est 254 Long Tons 
  
Draft:  3-ft 7-in     Gross/Net Tonnage:  399/399 
  
Place Built:  Seattle, WA Year Built:  1956 
  
Intended Service:  Marine Construction Operational Area:  Puget Sound Area 

CAPACITIES 
Fuel Oil:  None Lube Oil:  Pail Storage 
  
Storage Hold Cu. Ft.: Est 3500 ft.3   Deck Area:  110 ft. X 54 ft. 
  

NAVIGATION LIMITS 

Route 
Inland waters of the Pacific Northwest 

DESCRIPTION OF VESSEL 

Type 
Vessel:  A typical ex US Navy YC or yard Cargo barge that has been repurposed for use 
as a mooring barge for plot boats  
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Design Characteristics 
Watertight Hull Compartmentation: Seven major watertight compartments and/or 
integral tanks consisting of:   Four and stern rake compartments;  Port and starboard 
forward and aft wing voids;  One two area storage hold below deck at center of barge.  
 
Hull Form:  Displacement type non-planing hull with lightly raked, square raked bow;  
Flat deck;  Square raked stern;  Flat bottom with no dead-rise at midsection; Hull fitted 
with built in boarding ladders Starboard forward and Port aft. 
 
Superstructure Form: One approximately 14-ft X 14-ft wood constructed maintenance 
shop on deck forward of Amidships.  Each side had an inclined walk down ramp close to 
amidships on either side. 
 
Hull Protection:  Formed steel “A” section welded rub rail along sides between 4-ft abd 
5-ft elevation.  
 
Layout, Forward to Aft:  Walkway landing area forward;  Followed by Wood 
constructed Deckhouse;  Followed closely by Booby Hatch with stairs to storage below 
deck.  
 
Sanitary Accommodations: Barge is not so equipped. 
 
Deck Fittings: Six 36-in cast steel mooring cleats ranging three each port and starboard 
 
Boat Crane:  One Shop built fixed boom boat davit with electric winch to lainch and 
retrieve heavy duty aluminum skiff with 25-HP Yamaha 4-stroke outboard motor. 
 
Watertight Integrity:  Deck Hatches, opening into hull compartments are water tight.    
 
Minimum Freeboard to Weather Deck:  At time of survey 3-ft, 5-in amidships. 

Construction 
Builder: PacCar at Renton, WA in 1943. 
 
Method/Material:  All welded steel hull with transverse steel truss framing with 15-in X 
4-in X ¼-in flanged plate chords on 8-ft centers;  6-in X 23-in X ¼-in “C” bar side 
longitudiunals on 24-in centers;  5-in X 5-in X ¼-in Bottom Longs at 24-in centers;  5-in 
X 5-in X ¼-in Deck longitudinals @ 24-om centers;  15-in X 3-in X 3/8-in centerline 
girder;  7-in X 3/8-in truss diagonal anf vertical posts.  

NAVIGATION EQUIPMENT 

Required Lights 
Running Lights: Vessel is permanently moored and need no such lighting. 
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Working Lights:  None, vessel does not work at night. 

Electrical System 
Power Supply:   110/220 volt AC Shore power by means of heavy duty electric 
extension cord through goose neck on deck into barge where it is divided for appropriate 
usage and distribution to pilot boat shore power cables. 

Circuit Protection:  Circuit breakers in all circuits with master switch located at dead 
front power panel in machinery house.  

Potable Water System 
Tanks:  N/A 

Air  System 
Storage:  One 26-gallon all welded steel capacity all welded steel receiver with brass 
valves and steel piping as necessary. 

Compressor:  One Husky, model 26 PRO, two cylinder air compressor belt driven by 
1.5-hp electric motor. 

Repair Bench 
Metal bench with drawers, parts bins, machinist’s vice and hand tools;  5-in machinist 
vice;  Pedestal grinder, chop saw and drill press. 

SAFETY EQUIPMENT 

Emergency Lighting 

Life Saving Gear 
Personal Flotation Devices:  USCG approved work to be issued to crew and carried on 
board when operational.  

Life Ring Buoys:  Two USCG Approved 30-in-dia ring buoys, each with 90-ft X 3/8-in-
dia synthetic retrieving line and vessel’s name stenciled thereon located port and 
starboard in way of inclined boarding ramps. 

First Aid Equipment:  One reasonably well maintained, industrial first aid kit with first 
aid book located in Deck house 

First Aid - CPR Certification: Employees have First aid training as a requirement of 
licenses. 
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Portable Fire Fighting Apparatus 
Portable fire Extinguishers USGC Approved, Hand Held:    
Type  Rating  Size  Location  Last Inspection 
Dry Chem 60:BC  10-lb  Deck house  Dec 2018 
Dry Chem 60:BC  10-lb  Hold Area   Dec 2018 
CO2       10:BC  15-lb  Lower Stores  Dec 2018 

SPECIFIC CONDITIONS 

Circumstances of Survey 
Vessel:  Afloat; accessible compartments entered; machinery inspected while not 
operating. 
 
Housekeeping:  Good                                  Protective Coatings:  Good Throughout  
 
Structural:  Good                                       Machinery:  Good 
 
Cordage:  Good                                           Crane Machinery:  Good 

Vessel Security 
Mooring:  Vessel normally moored at owner’s dock in Anacortes, WA;  Mooring is semi 
protected waters of a protected harbor. 
 
Access:  Through locked gate with fenced compound and along pile supported 
aluminum gangway onto barge foredeck.   
 
Police/Night Watchman:  Mooring area patrolled by local police department. 
 
Fire Protection:  Local Fire Department located approximately 3-1/2 miles from vessel; 
reported response time is 15 minutes;  Fire main near dock owner’s facility.  Snorkel 
water easily available. 

Remarks 
Bow, Port Side, Starboard Side, Stern, Bulwarks, Superstructure and Deck:  found 
free of waste areas chafing or rot and contained scattered light indents and /or insets. 
 
Bilges and Internal Framing:   Tanks that were entered were well coated  without 
indications of deterioration.  Visible areas found free of waste, rot and/or oil 
accumulation. 
 
Supply Room:  Found to be clean and appeared to be subject of an adequate 
maintenance program.   
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Decks:  Guard rails and bulwark are up to industry standard and in satisfactory condition; 
weather deck, is covered with a high traction surface. 

Bottom:  Not inspected.  

OPERATIONAL ADV ICE 
(A) All personnel should be made aware of location of fire extinguishers and life saving
equipment and its proper usage.

(B) All doors and hatches not in use should be kept secured while not in use.

(C) All fire extinguishers should be periodically checked by a qualified service person,
serviced and tagged ad necessary.

(D) All bilge’s to be kept as near dry as possible, clean and free of oil.

(E) Engine room should be regularly checked by competent crew member every hour
while operating.

(F) Disconnect master switch on electric circuitry excluding properly fused bilge pump
while vessel is unattended.

(G) Deck winches, blocks and other exposed equipment to be regularly lubricated.

(H) Stays, shrouds, whip lines, blocks and tackle to be regularly inspected and repaired
or renewed as necessary.

RECOMMENDATIONS 

For Implementation Prior To Sailing 
(01) Determine SWL of boat crane and mark same on unit boom.

NOTES 
(A) Last Dry-docking for bottom maintenance
(B) Major hull repairs: None during this ownership.

APPRAISAL 

Valuation Methodology 
We considered the depreciated cost, Income, and market methods of valuation. 
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As we had the most information about cost we chose to use that method.  Subject vessel 
displaces approximately 254 long tons. Barges are constructed by builder’s or short ton 
steel weight. Hense subject barge would weigh 284-tons. At the current west coast best 
price of $4,200.00 per builder’s ton its new replacement cost would be in the amount of 
$1,192,800.  Consideering the market for older barges in condition such as subject vessel;  
It is our opinion that subject vessel should be valued at 60% of new or $715,000.00 

General Condition 
Subject vessel is 76-years old, and it shows evidence of adequate maintenance and recent 
substantial rebuilding;  It appears quite a bit newer than its chronicle age  and is 
considered to be in good condition. 

Valuations 
 Estimated Barge New Replacement Cost - - - - - - - - - - - - - - - - - $1,19,800.00 
 
 Estimated Current Market Value of Barge - - - - - - - - - - - - - - - - $   715,000.00 

CONCLUSION 
It is the opinion of the undersigned, as far as could be determined by the foregoing 
general inspection, without making removals to expose parts normally concealed, or 
making borings or ultrasonic measurements to ascertain thickness, or opening up 
machinery to ascertain exact condition, that the vessel described herein, subject to 
compliance with the foregoing recommendations and limitations, was found to be in 
satisfactory condition to continue in its intended service. 

THIS SURVEY REPORT MADE WITHOUT PREJUDICE TO THE 
RIGHTS OR INTERESTS OF WHOM IT MAY CONCERN  

Commercial Marine Service, INC. 

 

 
Thomas D. Laing, Jr. NAMS-CMS, ASA 

Principal marine Surveyor  
 

 
Attachments: 
Color Photographs of Vessel 
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01  Barge With Pilot Boat long Side 02  Barge With Pilot Boat On Other Side 

03  Foredeck 04  Side Deck Looking Aft 

05  Aft Rake with Boarding Ladder 06  Aft Deck, Boat and Launch Davit 
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07  Boat With Outboard Motor 08  Typical Incline Ramp Area 

09  Deckhouse Shop Area 10 Lower Deck Shop Area 

11  Lower Deck Stores 12 Access Walkway 
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