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8113 WEST GRANDRIDGE BOULEVARD,  KENNEWICK,  WASHINGTON 99336-7166  

February 6th, 2020 

Sean Mayo 

Director, Pipeline Safety 

Utilities & Transportation Commission 

PO Box 47250  

Olympia, WA 98504-7250 

Subject:  WAC 480-93-020 Badger Road-Pressure Line Proximity Request 

Dear Mr. Mayo: 

Pursuant to the requirements of WAC 480-93-020 Proximity Considerations, Cascade Natural Gas 

Corporation (CNGC) requests to install a pipeline within 100 feet of existing buildings or those 

that are under construction.  

Proposed Scope of Work: 

The proposed pipeline would be a new 1.6-mile lateral starting from an existing 500 MAOP 

pipeline to reach an area of growth that has very little to no future reinforcement options, thus the 

reasoning to run high-pressure pipeline for the current and future growth considerations. The 

complete route of this line is depicted on the attached aerial maps located in Appendix A. This 

Proximity Request is for approval to operate the Badger Road pipeline and pending regulator 

station at a 500 psig MAOP.  

The new regulator station and associated pipeline necessary for its installation will be designed 

with a minimum component rating of 720 psig and will be pressure tested to a minimum of 750 

psig for the requested 500 MAOP.   

At the proposed MAOP of 500 psig, the stress level of the regulator station, pipe, and pipeline 

fittings will be a maximum of 11.38% of the specified minimum yield strength. Thus, the Badger 

Road pipeline section will be classified as high-pressure distribution main, not Transmission. Ten 

percent (10%) NDT will be performed on all newly installed pipe. 

Specifications of the 6” pipeline and associated facilities are as follows: 

• All components (valves, line stoppers, etc.) will be ANSI Class 300 with a maximum

working pressure rating of 720 psig.





Appendix A 

  Figure 1: Route overview of the proposed pipeline. 



Appendix B 

 
      Figure 2: Building 1 that is within 100-feet of the proposed pipeline. 



  Figure 3: Buildings 2-9 that are within 100-feet of the proposed pipeline. 




