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Year SAIDI SAIFI SAIDI SAIFI SAIDI SAIFI SAIDI SAIFI SAIDI SAIFI

2001 110 0.741 53 0.483 54 0.303 78 0.628 53 0.303

2002 183 0.881 86 0.691 109 0.726 107 0.795 86 0.691

2003 150 0.975

2003 126 1.062 91 0.933 89 0.539 98 0.954 89 0.539

2004 172 1.024 87 0.712 119 0.726 123 0.851 87 0.712

2005 128 0.851 110 0.811 121 0.763 111 0.812 110 0.763

2006 242 1.259 121 0.982 187 0.894 122 0.985 121 0.894

2007 146 1.169 122 1.115 114 0.852 122 1.115 114 0.852

2008 329 1.756 131 1.332 129 0.899 131 1.331 129 0.899

2009 182 1.128 162 1.044 162 0.861 161 1.044 162 0.861

2010 107 0.862 107 0.862 97 0.601 103 0.688 97 0.601

1

Customer requested and pre-arranged outages are not reported in these metrics

2

Normalized performance is the result of applying both SAIDI and SAIFI-based major events to establish underlying performance

3

In 2003 PacifiCorp established its baselines, pursuant to UE-981627 and to 480-100-393

(Blue highlighted row signifies baselines identified.)
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